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A. Toe Link (left and right)

C. Rear Camber Link (left and right) 

B. Front Camber Link (left and right)

The link without rod ends is 34mm long.

The link without rod ends is 32mm long.

The link without rod ends is 28mm long.
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44.5mm

Inner Outer

43.4mm

40mm

Inner Outer

Inner Outer

Covers Parts #8341X, 8341G, 8341R, 8342, 8346, 8348Accessory Turnbuckle Installation Instructions

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

B.
Camber Link

(43.4mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

A.
Toe Link
(44.5mm)

A.
Toe Link
(44.5mm)

B.
Camber Link

(43.4mm)

C. 
Camber Link

(40mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

C. 
Camber Link

(40mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90
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96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

Left Hand Thread Indicators
All of the turnbuckles should be installed so that the left hand thread indicators point in the same direction. 
This makes it easier to remember which way to turn the wrench to increase or decrease turnbuckle length 
(the direction is the same at all four corners). Note that the groove in the hex indicates the side of the 
turnbuckle with the left-hand threads.

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

For replacement rod ends, use part #5349.


