Covers Part #2336A,

Visite la pdgina TRAXXAS.com/manuals para

2336X' 31 39A' 31 39X, descargar el instructiones en su idioma.
3737, 3737A, 3738, anliung m v Sprache downlonden.
3738A, 3741A, 3741X

Turnbuckle Instructions
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The link without rod ends is 59mm long.

3741X / 3741A /| 3737 / 3737A / 3738 / 3738A

E. Front Left Camber Link - Rustler, Stampede, & Slash

(actual size)
Mounts to Axle Carrier
/ 69mm

Inner The link without rod ends is 39mm long. Outer

F. Front Right Camber Link - Rustler, Stampede, & Slash
(actual size)
Mounts to Axle Carrier

69mm

The link without rod ends is 39mm long.
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G. Rear Left Camber Link - Rustler & Stampede (actual size)

Inner Quter

The link without rod ends is 49mm long.

H. Rear Right Camber Link - Rustler & Stampede (actual size)
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The link without rod ends is 49mm long.

I. Rear Left Camber Link - Slash (actual size)

The link without rod ends is 39mm long.

Mounts to Axle Carrier

J. Rear Left Camber Link - Slash (actual size)

Inner The link without rod ends is 39mm long. Mounts to Axle Carrier
Left Hand Thread Indicators E
t All of the turnbuckles on the truck should be installed so the left hand o
. . . . . . . . O
thread indicators point to the same direction. This makes it easier to N Increase

remember which way to turn the wrench to increase or decrease turnbuckle
length (the direction is same at all four corners). Note that the groove in the
hex indicates the side of the turnbuckle with the left-hand threads.

For replacement rod ends, use part #5525 (sold separately).
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